






Addfield Programmable 
Logic Controller
   

Combustion System
The burner system comprises of fully automatic
package burners, these burners come complete
with the following features:
�t��Flame failure controls
�t��
�t��Integral fuel pump
�t��Solenoid valves
�t��Integral continuous air fan
�t��Fuel sensors

GM350 350Kg Waste Incinerator 
Specifically  designed for Medical waste

Key Features:
�t��Plug and play design for easy & e�cient 
   replacement.
�t Touch screen interface.
�t���%ata logging.
�t��Incoming and outgoing cable terminations.
�t���#�Vrner time control during cycles.
�t Temperature feedback and control during cycles.
�t��Interface relays and contactors.
�t���&�N�Frgency stop feature.
�t��Security lock out.
�t��Cycle status indicators.
�t��Fault status indicators.
�t��Integrated excess air controller.
�t���0�Q�Frator interface.

Why Addfield?
   

Waste Loading and De-Ashing
The medical GM series of incinerators are 
designed for top loading only through the main
access door.  

�%ue to the type of wastes they incinerate,
bio-security measures should be in place on the
site of the incinerator due to the possibility of
spillage and spread of disease. At the end of every
incineration process ash should be discharged 
through the loading door onto the supplied 
catcher tray prior to being loaded for the next 
burn.

Waste types to be used in the 
Addfield GM350 Incinerator
�t��������������Moisture
�t��Faeces/blood stained materials
�t��Cancer Treatment Wastes
�t���4�Vrgery Waste
�t��Syringes/ Needles
�t��Mattresses
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MP-100 INCINERATOR

GENERAL ARRANGEMENT OF
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GM350 Incinerator
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